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QUESTION 1

Scenario: An administrator has created and configured services on load balanced virtual servers. The administrator then
enabled the compression feature on a NetScaler deployment using the Configuration Utility. After adding additional
services, the administrator decides to check the Dashboard for the compression statistics. However, when looking over
the statistics, the administrator notices an extremely low count in the policy hit counter. 

What could be causing the low count in the policy hit counter? 

A. The administrator did not bind the services to a virtual server. 

B. The administrator has not restarted the Dashboard after enabling the compression feature. 

C. The administrator has failed to manually enable compression for the services created prior to enabling the
compression feature. 

D. The administrator failed to bind the HTTP services to an SSL load balancing virtual server, and failed to bind the SSL
services to an HTTP load balancing virtual server. 

Correct Answer: C 

 

QUESTION 2

Scenario: An administrator is configuring two NetScaler systems in an HA pair. The administrator configured LDAP
Authentication to allow domain administrators to manage the NetScaler appliances and also created an authentication
server profile and policy. Afterwards, the administrator plans to verify which groups are extracted upon login by the
intended users during testing of the authentication server profile and policy. 

Which of the following commands from the NetScaler shell will display the extracted groups? 

A. tail -f /var/log/ns.log 

B. cat /tmp/aaad.debug 

C. nsconmsg -K /var/nslog/newnslog -d event 

D. nsconmsg -k /var/nslog/newnslog -d consmsg 

Correct Answer: B 

 

QUESTION 3

Which mode must an administrator enable to override the routing table on a NetScaler system? 

A. USIP 

B. Edge 

C. Transparent SSL 

D. MAC-based forwarding (MBF) 



Correct Answer: D 

 

QUESTION 4

An administrator has configured several virtual servers in a network environment and needs to determine 

their bandwidth utilization. 

Which information from the Dashboard can the administrator leverage to determine the bandwidth 

utilization for the virtual servers? 

A. Requests vs. responses 

B. Request bytes vs. response bytes 

C. Current client connections vs. current server connections 

D. Current server connections vs. current client Est connections 

Correct Answer: B 

 

QUESTION 5

A network administrator has been instructed to block access to the company web site by clients originating from the
CIDR 222.222.0.0/10. 

Which three steps must an administrator take to block access from specified IP addresses and notify the clients when
using the NetScaler command line? (Choose three.) 

A. bind responder global pol_un 10 

B. bind responder global pol_redirect 10 

C. add responder action act_redirect redirect "http://www.testing.com/404.html" 

D. add responder policy pol_un "CLIENT.IP.SRC.IN_SUBNET(222.222.0.0/10)" act_un 

E. add responder policy pol_redirect "CLIENT.IP.SRC.IN_SUBNET (222.222.0.0/10)" act_redirect 

F. add responder action act_un respondwith "HTTP/1.1 200 OK\r\n\r\n" + "Client:" + CLIENT.IP.SRC +" is not
authorized to access URL:" + HTTP.REQ.URL.HTTP_URL_SAFE" 

Correct Answer: ADF 

 

QUESTION 6

An administrator has noticed a degradation in performance from the Web servers when delivering secure web
applications in the network environment. 

Assuming a NetScaler system is deployed to improve site performance, which feature must first be enabled to allow for



other acceleration benefits for secure traffic? 

A. Configure Cache redirection. 

B. Configure load balancing for the Web servers. 

C. Configure priority queuing on the NetScaler system. 

D. Configure the SSL offload feature on the NetScaler system. 

Correct Answer: D 

 

QUESTION 7

Scenario: A customer has an HA pair configured and is making interface configuration changes on the primary node.
However, the administrator notices that the changes are NOT being propagated to the secondary node. 

What is the reason for this behavior? 

A. Propagation is not enabled. 

B. HA pair licensing is missing. 

C. Propagation is enabled, but synchronization is disabled. 

D. Interface configuration changes must be performed on each node. 

Correct Answer: D 

 

QUESTION 8

Which parameter on a monitor specifies the consecutive number of successful probes required to mark a service as
UP? 

A. Retries 

B. Failure Retries 

C. Success Retries 

D. Response timeout 

E. Response timeout threshold 

Correct Answer: C 

 

QUESTION 9

Scenario: An administrator is configuring a NetScaler system in one-armed mode. The administrator has connected the
NetScaler appliances to the network through a switch and will soon configure the appliances as a pair with HA enabled. 



Which two steps should the administrator take to successfully configure HA in this environment? (Choose two.) 

A. Disable all unused network interfaces. 

B. Ensure the NSIP is unique on each node. 

C. Ensure the NSIP is identical on each node. 

D. Change the default nsroot password on each node of the HA pair. 

Correct Answer: AB 

 

QUESTION 10

Scenario: An administrator must configure a new NetScaler 9.2 deployment at a large organization. The 

administrator must use the following information when configuring the NetScaler system: 

IP addresses to use when configuring the NetScaler 9.2 deployment: 

VIP: 12.15.40.49 

MIP: 10.165.40.69 

NSIP: 10.165.40.68 

DNS Server: 78.35.14.99 

Internal Web server IP address: 10.165.40.10 

An HTTP virtual server is created and HTTP services are bound to the default settings. 

From which IP address will the Web server receive communications from the NetScaler system in this 

scenario? 

A. 12.15.40.49 

B. 78.35.14.99 

C. 10.165.40.30 

D. 10.165.10.68 

E. 10.165.40.69 

Correct Answer: E 

 

QUESTION 11

In which manner can an administrator configure a NetScaler device so that it can load balance external DNS servers? 

A. Configure as an ADNS. 



B. Configure CNAME records. 

C. Configure as a DNS proxy. 

D. Configure as an End resolver. 

Correct Answer: C 

 

QUESTION 12

Scenario: A customer has two datacenters in geographically dispersed locations, both serving content for a web-based
application. Content for both datacenters should always be available. 

Which method should an administrator use to make content from both datacenters available at all times? 

A. HA 

B. GSLB 

C. Content switching 

D. Backup load balancing virtual servers 

Correct Answer: B 
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