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QUESTION 1

A Cisco ACI environment consists of multiple silent hosts that are often relocated between leaf switches. When the host
is relocated, the bridge domain takes more than a few seconds to relearn the host\\'s new location. The requirement is
to minimize the relocation impact and make the ACI fabric relearn the new location of the host faster. Which action must
be taken to meet these requirements? 

A. Set Unicast Routing to Enabled. 

B. Configure ARP Flooding to Enabled. 

C. Set L2 Unknown Unicast to Hardware Proxy. 

D. Configure IP Data-Plane Learning to No. 

Correct Answer: B 

 

 

QUESTION 2

A situation causes a fault to be raised on the APIC. The ACI administrator does not want that fault to be raised because
it is not directly relevant to the environment. Which action should the administrator take to prevent the fault from
appearing? 

A. Under System -> Faults, right-click on the fault and select Acknowledge Fault so that acknowledged faults will
immediately disappear. 

B. Create a stats threshold policy with both rising and falling thresholds defined so that the critical severity threshold
matches the squelched threshold. 

C. Under System -> Faults, right-click on the fault and select Ignore Fault to create a fault severity assignment policy
that hides the fault. 

D. Create a new global health score policy that ignores specific faults as identified by their unique fault code. 

Correct Answer: C 

 

QUESTION 3

A network engineer must integrate VMware vCenter cluster with Cisco ACI. The requirement is for the management
traffic of the hypervisors and VM controllers to use the virtual switch associated with the Cisco Application Policy. The
EPG called "Vmware-MGMT" with VLAN 300 has been created for this purpose. Which set of steps must be taken to
complete the configuration? 

A.

Correct Answer: A 

 



 

QUESTION 4

Which class of ACI object is presented in this output? 

A. Contract 

B. Bridge Domain 

C. Tenant 

D. Endpoint 

Correct Answer: A 

https://www.cisco.com/c/en/us/td/docs/switches/datacenter/aci/apic/sw/4-x/openstack/ACI-Installation-Guide-for-Red-
Hat-Using-OSP13-Director/m-configuringironic-for-openstack.html 

 

QUESTION 5

Which two statements regarding ACI Multi-Site are true? (Choose two.) 

A. The Multi-Site orchestrator must be directly attached to one ACI leaf. 

B. Routers in the Inter-Site network must run OSPF, DHCP relay, and MP-BGP. 

C. ACI Multi-Site is a solution that supports a dedicated APIC cluster per site. 

D. ACI Multi-Site is a solution that allows one APIC cluster to manage multiple ACI sites. 

E. The Inter-Site network routers should run OSPF to establish peering with the spines. 

Correct Answer: DE 

 

QUESTION 6

What is MP-BGP used for in Cisco ACI fabric? 

A. MP-BGP VPNv4 AF is used as protocol on L3Out between a border leaf and an external router 

B. MP-BGP Layer 2 VPN EVPN AF is used to propagate L3Out routes that are received from a border leaf 

C. MP-BGP VPNv4 AF is used to propagate L3Out routes that are received from a border leaf to the fabric 

D. MP-BGP VPNv4 AF is used between spines in an ACI Multi-Pod fabric to propagate the endpoint 

Correct Answer: C 

 

QUESTION 7



Refer to the exhibit. Which two objects are created as a result of the configuration? (Choose two.) 

A. application profile 

B. attachable AEP 

C. bridge domain 

D. endpoint group 

E. VRF 

Correct Answer: CE 

 

QUESTION 8

An engineer is configuring ACI VMM domain integration with Cisco UCS-B Series. Which type of port channel policy
must be configured in the vSwitch policy? 

A. LACP Active 

B. MAC Pinning 

C. LACP Passive 

D. MAC Pinning-Physical-NIC-load 

Correct Answer: B 

 

QUESTION 9

An engineer configures a Cisco ACI Multi-Pod for disaster recovery. Which action should be taken for the new nodes to
be discoverable by the existing Cisco APICs? 

A. Configure IGMPv3 on the interfaces of IPN routers that face the Cisco ACI spine. 

B. Enable subinterfaces with dot1q tagging on all links between the IPN routers. 

C. Enable DHCP relay on all links that are connected to Cisco ACI spines on IPN devices. 



D. Configure BGP as the underlay protocol in IPN. 

Correct Answer: A 

 

 

QUESTION 10

A network engineer must allow secure access to the Cisco ACI out-of-band (OOB) management only from external
subnets 10.0.0.0/24 and 192.168.20.0/25. Which configuration set accomplishes this goal? 

A. Create a L3Out in the MGMT tenant in OOB VRF. Set External Management Network Instance Profile as a consumer
of the OOB contract. Create an External EPG with two subnet entries with the external subnets. 

B. Create a PBR service graph in the MGMT tenant. Create a management Profile with the required OOB EPG.
Redirect all traffic going into ACI management to the external firewall. Create two subnet entries under the OOB Bridge
domain with the required subnets. 

C. Create an EPG and BD in the MGMT tenant in OOB VRF. Set OOB VRF to provide the contract. Set a new EPG to
consume the OOB contract. 

D. Create an OOB contract that allows the required ports. Provide the contract from the OOB EPG. Consume the
contract by the OOB External Management Network Instance Profile. Create two subnet entries in the External
Management Network Profile with the required subnets. 

Correct Answer: D 

 

QUESTION 11



Refer to the exhibit. An engineer wants to initiate an ICMP ping from Server1 to Server2. The requirement is for the BD1
to enforce ICMP replies that follow the expected path. The packets must be prevented from taking the direct path from
Leaf1 to Server1. Which action must be taken on BD1 to meet these requirements? 

A. Set L2 Unknown Unicast to Flood. 

B. Set L2 Unknown Unicast to Hardware Proxy. 

C. Disable Unicast Routing. 

D. Enable ARP Flooding. 

Correct Answer: B 

 

QUESTION 12

An engineer is creating a configuration import policy that must terminate if the imported configuration is incompatible
with the existing system. Which import mode achieves this result? 

A. merge 

B. atomic 

C. best effort 

D. replace 

Correct Answer: B 
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