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QUESTION 1

Your customer is migrating from a VNX to a VNX with MCx. Based on their workload, 16 KB constant prefetch sizes
were configured on the VNX to improve performance. The customer wants to implement the same configuration on the
VNX with MCx. 

What is the smallest prefetch size on VNX with MCx? 

A. 64 KB 

B. 8 KB 

C. 16 KB 

D. 32 KB 

Correct Answer: A 

 

QUESTION 2

Replication Manager (RM) is being used to create replicas for a SQL server installed on VMFS residing on an ESX
server. The operations are sent from a separate virtual RM proxy host. However, the RM is not able to successfully
create copies. 

What is the most likely cause of the failure? 

A. The RM proxy is unable to connect to the RM Server over port 443. 

B. The RM proxy host is already registered with the RM server. 

C. The RM proxy must be a physical host. 

D. The RM server credentials were not properly entered for the RM proxy. 

Correct Answer: A 

 

QUESTION 3

Your customer has a Microsoft SQL installation on a VMware guest Windows 2008 Server using VMFS. The ESXi
server uses a VNX system. The VMFS has been properly aligned with the physical disk. 

What would you recommend to your customer to avoid misalignment between a partition used by the Windows 2008
Server and the underlying physical disk? 

A. Alignment is automatically handled by Windows. 

B. Use an NTFS allocation unit size of 32 KB and an offset value of 1024. 

C. Use an NTFS allocation unit size of 64 KB and an offset value of 1024. 

D. Alignment for the virtual disk is handled by VMFS. 



Correct Answer: A 

 

QUESTION 4

You have designed an Auto-tiering solution using Flash, SAS, and NL-SAS disks in your storage pool. Your design was
implemented and scheduling has been running daily. The customer reports that there is no data in the Flash drive tier.
Why is this the case? 

A. Tiering is set up for Lowest Available Tier 

B. Scheduling is not required for this configuration 

C. Data was previously moved to another tier 

D. There was no data in the Flash drives to start with 

Correct Answer: A 

 

QUESTION 5

A customer is checking a NAR file in Unisphere Analyzer. They see that a RAID Group with only a single LUN is shown
with consistently large Disk - Average Seek Distances. What could this indicate? 

A. Randomness of the I/O 

B. Write utilization 

C. LUN misalignment 

D. Application burstiness 

Correct Answer: A 

 

QUESTION 6

A company has two data centers. They run multiple Exchange servers in each data center in a virtualized environment.
The Exchange Admin would like the storage for each Exchange server to be configured to provide the most flexibility for
migrating virtual machines between physical servers. VSS tools for application consistency compatibility needs to be
maintained. 

How should the storage for the Exchange virtual machine be allocated to the hypervisor? 

A. Place the Exchange databases and logs on RDMs. Place the boot device for the VM on a VMFS volume. 

B. Place the virtual machine files and exchange data files on a single VHD to allow maximum portability and failover. 

C. Configure the DAG to save and restore its state when taken offline or moved. 

D. Place the virtual machine files, database, and log each in a separate VMFS. 

Correct Answer: A 



 

QUESTION 7

A customer needs to move data from a CLARiiON to a new VNX storage system. Attempts to configure a SAN Copy
session with Unisphere fail. The customer uses Navisphere Secure CLI to configure the session. The session can be
successfully started from Navisphere Secure CLI but fails just prior to completion each time it is started. 

What is the cause of the failure? 

A. Source and target LUN IDs do not match. 

B. Source is a standard LUN and the target array has only metaLUNs available. 

C. Source LUN is larger than the target LUN. 

D. Source LUN is RAID 1/0 and the target LUN is RAID 5. 

Correct Answer: B 

 

QUESTION 8

A Snapshot Source LUN performs 500 random 4 KiB IOPs, with a 4:1 R/W ratio. At what rate is chunk data written into
the RLP when the session starts? 

A. 800 KiB/s 

B. 6.25 MiB/s 

C. 7.8 MiB/s 

D. 12.5 MiB/s 

Correct Answer: B 

 

QUESTION 9

Click the calculator icon in the upper left-hand corner. 

A Snapshot Source LUN performs 650 random 16 kB IOPs, with a 4:1 R/W ratio. 

At what rate is chunk data written into the RLP when the session starts? 

A. 2.03 MB/s 

B. 8.13 MB/s 

C. 16.25 MB/s 

D. 10.16 MB/s 

Correct Answer: B 



 

QUESTION 10

A LUN has the following settings: 

Prefetch TypE. Variable 

Prefetch Multiplier: 4 

Segment Multiplier: 4 

Prefetch DisablE. 4097 

Write-aside SizE. 2048 

Maximum Prefetch: 4096 

What is largest write that will be cached? 

A. 1 MB 

B. 2 MB 

C. 4 MB 

D. 512 KB 

Correct Answer: A 

 

 

QUESTION 11

A customer is attempting to connect a new VNX array to an existing, redundant FC fabric. Each FC fabric consists of a
Cisco MDS9513 switch connected to an MDS9148 switch. The VNX storage processor FC ports are connected to
available ports on the MDS9513 in each fabric. 

After completing the FC connections between the VNX array and the MDS switches, the customer proceeds to
configure the appropriate zones via the MDS configuration interface, but the VNX storage processor FC ports are not
visible to the switches. What is a likely cause of this lack of visibility? 

A. The MDS9513 port groups to which the VNX is connected already contain an ISL port. 

B. The FC cables used for the VNX-to-MDS connections are too short. 

C. The VNX storage processors are configured with insufficient write cache. 

D. The VNX FC port properties are configured with an incompatible interface type. 

Correct Answer: A 

 

QUESTION 12



An application owner is concerned about the performance of a set of application servers. The applications generate a
large amount of small I/O. Disk and LUN response times appear to be acceptable for the servers in question. The
servers are all Windows hosts using QLogic HBAs with the default EMC driver settings. 

Which Unisphere Analyzer counter would provide the most useful insight into the issue? 

A. SP Port Queue Full Count 

B. SP Port Total Bandwidth (MB/s) 

C. Disk Utilization (%) 

D. LUN Total Bandwidth (MB/s) 

Correct Answer: A 
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